HISTORY KEPT

ILLINOIS HIGHWAY INFORMATION SYSTEM

YES XI NO[] STRUCTURE INFORMATION AND PROCEDURE MANUAL
ITEM NO. 108A
NBIS REQUIRED |\ 1e NAME  TYPE OF WEARING SURFACE PAGE 10f 1
YES [XI NO[] EFF. DATE | 07/01/02
SIS MMIS

RESPONSIBLE

FOR UPDATE District Local Roads District Maintenance/Operations
SURIGTHRNEE Local State

UPDATE

SCREENS (12) Inspection / Appraisal (2) Inspection

INQUIRY

SCREENS (4) Inspection / Appraisal (2) Inspection

DESCRIPTION AND PURPOSE OF ITEM

This item identifies the predominant type of wearing surface on the structure visible on the top of

the deck.

History is retained for each Inspection Date (Item 90) entered.

A one-digit field.

CODE AND SCREEN ENTRY INSTRUCTIONS

This is the first of a three-digit field on the update screens for Item 108 - Wearing
Surface/Protective System.

Enter the appropriate code as follows:

Code

ZIUZIr X" ITOMMOOT>

Description

Bare Deck - No Overlay

Additional Concrete Overlay - not a special mix

Latex Modified Concrete Overlay
Low Slump Concrete Overlay
Plasticized Dense Concrete Overlay
Micro Silica Concrete Overlay
Bituminous Overlay

Asbestos Asphalt Overlay
Asphalt Block

Timber or Timber Runners
Gravel - Macadam

Other

Epoxy Overlay

Grating

Not Applicable (applies only to structures with no deck)
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